Comments from the Pre-bid Meeting
East Fork Silver Creek Fish Passage Project
Skagit Fisheries Enhancement Group / Conservation Workshop Project, Inc. 
April 16, 2026
Changes to Existing Bid Items
1. Bid Item 3.2 Installation of new water service line
A bidder pointed out that water service lines are typically not disinfected with chlorine because there often is no good way to flush them.  The spec for Bid Item 3.2 is modified as follows: The new section of 2-inch water service line will be flushed with a dilute hypochlorite solution before being connected to the two ends of the existing line, taking care that no soil or creek water enter the new or existing line.

2. Bid Item 1.2 Mobilization.
A bidder pointed out that WDNR typically requires contractors for FFFPP projects to have a water tank on site for putting out forest fires.  Bid Item 1.2 is supplemented as follows: Mobilization will include maintaining a water trailer on-site for fire fighting purposes, if required by the WDNR permit.

Additional Bid Items

3. Additional Bid Item A1 Temporary Vehicle Crossing Route is deleted.  No access will be needed to the TaylorMixon house during the time when the driveway is closed.

4. New Additional Bid Items A2 and A3:  Driveway Restoration
Contractors pointed out that their equipment may cause damage to the surface of the driveway.  Two new additional bid items are added for restoring the driveway to its pre-existing condition after the construction work is finished.
· Item A2:  Re-grading.  The contractor will blade up to 1,000 lineal feet of the driveway to re-grade the PSE power line trench and to remove ruts and potholes caused by construction traffic.  Bid quantity is 1,000 lineal feet.  Provide a cost per lineal foot for regrading.
· Item A3: Driveway Resurfacing.  The contractor will spread and compact up to 35 tons of crushed surfacing top coat to resurface areas of the driveway that were damaged by construction vehicle traffic, as needed to restore the surface to its pre-existing condition.  Bid quantity is 35 tons.  Provide a cost per ton for supplying, spreading, and compacting the surfacing material.
Other Questions
1. A bidder asked about typical stream flows related to channel dewatering requirements.  Flow in the creek during summer is on the order of 0.1 cubic feet per second, and during some summers there is no flow at all. The engineer assumes that two typical trash pumps will be adequate for channel dewatering.

2. A bidder asked about whether the overhead PSE power line at the entrance to the driveway needs to be dropped to allow excavators to unload the prefab bridge sections. The engineer measured the vertical clearance between the edge of pavement at Silver Creek Drive and the lowest overhead power line to be about 18 feet.  Past experience has been that one or two large excavators can be configured to drag the concrete panels off the truck and then rig them with chains or rollers to move them along the driveway. Likewise, two large excavators working in tandem have been sufficient to pull the concrete bridge panels across the cut between the new bridge sills. For the purposes of bidding, SFEG does not propose to drop the power line during unloading of the bridge components.  The selected contractor will be required to identify any special requirements related to avoiding the overhead power lines along Silver Creek Road in their traffic control plan, and SFEG may decide to issue a change order for dropping the line if there is no other feasible alternative. 

3. The shop drawings for a Rapid Span concrete bridge of the same design as the one that SFEG has purchased for the TaylorMixon project is attached.  The shop drawings for the new bridge will be provided to the selected contractor when they are available.
